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Electrical system for turbine/alternator 
on common shaft 

US Pat. 6605928 - Fiied Apr 23 : 2001 - Elliott Energy Systems, Inc. 

The control panel 72 provides the interface between the user and the controller. 

... user with various control and instrumentation options, such as startup, ... 

Method and apparatus for adaptive hybrid vehicle control 

US Pat. 6242873 - Fiied Jan 31 , 2000 - Azure Dynamics inc. 

Startup and shutdown steps 18 and 28, respectively, are also provided to ... 

the warning on the user interface and decides if the operation is possible. ... 



Method and system for adding frequently selected applications to a computer ... 
US Pat. 7275150 - Filed Mar 15, 2004 - International Business Machines Corporation 
Then, in step 96, the automatic startup configuration utility 12 is started, 
along with the display of a user interface allowing the user to start ... 

Method and system for automat ed i technic al support for computers 

Service button 26 provides a robust user interface that enables a user to ... 
a predetermined portion of its loading and startup sequence at step 68. ... 

System for displaying system status 

US Pat. 6145088 - Filed Oct 1,1997- Micron Electronics, Inc. 

16 10 wherein the remote interface 104 sends the response to the server .... 

15) is then displayed to the user. The user selects a Power Off button 932 on ... 

System for resettin g a server 

US Pat. 6065053 - Filed Oct 1,1997- Micron Electronics, Inc. 

Proceeding to state 432, the remote interface 104 connects to the server 100 ... 

15) is then displayed to the user. The user selects a Power Off button 932 ... 



Method of displayin g system status 

US Pat. 6088816 - Fiied Oct 1 , 1997 - Micron Electronics, Inc. 

If so, process 270 proceeds to state 316 wherein the remote interface 104 ... 

startup sequence by proceeding to state 376 and calling a BIOS Power-On Self ... 

Power management coordinator system a nd interface 

US Pat. 5560022 - Filed Jul 19, 1394 - Intel Corporation 

First, their startup power and startup duration requirements are important. ... 

60 Although the actual implementation of the power budgeter is user specific ... 

Method of resetting a server 

US Pat. 63306S0 - Filed Oct 1 , 1997 -- Micron Electronics, Inc. 

If so, process 270 proceeds to state 316 wherein the remote interface 104 ... 



http://www.googlexom/patents?lr=&q=power+%2B 7/2/2008 



power +startup sequencing user interface - Google Patents 



Page 2 of 2 



startup sequence by proceeding to state 376 and calling a BIOS Power-On Self ... 

Program startup apparatus and program startup method for use in electronic ... 

US Pat. 6275932 - Filed Oct 7, 1888 - Sony Corporation 

The I/O interface on a side face 2S of the main unit 2. ... in which the user 

sets the time (start-up condition) in The battery pack 200 is disposed, ... 

M. Stay up to date on these results using the patents RSS reed on power +startup sequencing user interface . 
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